
    ECO FIREPLACES 





ECO SERIES

Crystal 3D 50x60 ECO 

.



MODEL

200  KG

FRESH AIR INLET 160

˚

2 years

> 70%

Crystal 3D 50x60 ECO 

7 - 14 KW

2,7 KG/H

218

1265 mm
  580 mm
  810 mm

12
65

 m
m

48
2 

m
m

580 mm

485 mm

 

36
8 

m
m 

 3
68

 m
m

 

 810 mm 

 
586 mm

 683 mm 



ECO SERIES
.

Crystal 3D 50x70 ECO 



FRESH AIR INLET 160

1265 mm
580 mm
910 mm

220  KG

2 years

> 70%

Crystal 3D 50x70 ECO 

7 - 14 KW

2,7 KG/H

218 ˚

12
65

 m
m

48
2 

m
m

580 mm

485 mm

 910 mm 

 686 mm

 

36
8 

m
m 

36
8 

m
m

 

 783 mm 



ECO SERIES
.

Crystal 80 ECO 



160FRESH AIR INLET

1265 mm

783 mm
512 mm

195  KG

2 years

> 70%

Crystal 80 ECO 

7 - 13 KW

2,2 KG/h

220

38
3 

m
m

12
65

 m
m

47
8 

m
m

512 mm

292 mm

38
3 

m
m
 783 mm 

685 mm



ECO SERIES
.

Crystal 90 ECO 



FRESH AIR INLET 160

1265 mm
512 mm

934 mm

200  KG

2 years

> 70%

Crystal 90 ECO 

10 - 17 KW

4,3 KG/H

213 ˚

836 mm

38
3 

m
m

12
65

 m
m

934 mm

47
8 

m
m

 512 mm

292 mm

38
3 

m
m



ECO SERIES
.

Crystal 110 ECO 



FRESH AIR INLET 160

1265 mm
512 mm

1080 mm

214  KG

2 years

> 70%

Crystal 110 eco 

13 - 18 KW

4,8 KG/H

211˚

38
3 

m
m

12
65

 m
m

47
8 

m
m

512 mm

 292 mm

38
3 

m
m

 1080 mm 

 986 mm 

 

 

 542 mm

28
3 

m
m

 

 

 
5

4
2

 m
m

283 mm



ECO SERIES
.

Quattro 80 L ECO   



1265 mm

810 mm
515 mm

216  KG

2 years

> 70%

QUATTRO 80 L ECO 

8 - 14 KW

3.5 KG/H

200 ˚

FRESH AIR INLET 160
12

65
 m

m

515 mm

47
5 

m
m

38
3 

m
m 

38
3 

m
m

 

 292 mm

 

 810 mm

 

 590 mm 



ECO SERIES
.

Quattro 80 R ECO   



1265 mm

810 mm
515 mm

216  KG

2 years

> 70%

QUATTRO 80 R ECO 

8 - 14 KW

3.5 KG/H

200 ˚

FRESH AIR INLET 160
12

65
 m

m

515 mm

47
5 

m
m

38
3 

m
m 

38
3 

m
m

 

 292 mm

 

 810 mm

 

 590 mm 



ECO SERIES
.

Quattro 90 L ECO   



1265 mm

910  mm
515  mm

204  KG

2 years

70%

QUATTRO 90 L ECO 

8 - 14 KW

3,7 KG/H

206 ˚

FRESH AIR INLET 160

12
65

 m
m

515 mm

47
5 

m
m

 692 mm 

38
3 

m
m

 

38
3 

m
m  

 292 mm

 

 910 mm

 



ECO SERIES
.

Quattro 90 R ECO   



FRESH AIR INLET 160

1265 mm

910  mm
515  mm

204  KG

2 years

> 70%

quattro 90 R ECO 

8 - 14 KW

3,7 KG/H

206 ˚

12
65

 m
m

515 mm

47
5 

m
m

 692 mm 

38
3 

m
m

 

38
3 

m
m  

 292 mm

 

 910 mm

 



ECO SERIES
.

Quattro 100 L  ECO    



1265 mm

1060 mm
515 mm

216  KG

2 years

> 70%

QUATTRO 100 L ECO 

13 - 17 KW

4,3 KG/H

198 ˚

FRESH AIR INLET 160

12
65

 m
m

515 mm

48
0 

m
m

38
3 

m
m

 

38
3 

m
m  

 292 mm
 

 1060 mm

 

 840 mm 



ECO SERIES
.

Quattro 100 R ECO   



1265 mm

1060 mm
515 mm

216  KG

2 years

> 70%

QUATTRO 100 R ECO 

13 - 17 KW

4,3 KG/H

198 ˚

FRESH AIR INLET 160
12

65
 m

m

515 mm

48
0 

m
m

38
3 

m
m

 

38
3 

m
m  

 292 mm
 

 1060 mm

 

 840 mm 



       

FLAT 75x50 ECO 

.



218  KG

≥ 70%

FLAT  75/50 eco 

9 - 15 KW

FRESH AIR INLET 150

4,5 KG/H

215 ˚

5 years

200.00 

 200.15 

 

21
0 

m
m

50
8 

m
m

 4
00

 m
m

 

12
22

 m
m

582 mm
 1095 mm

 987 mm

796 mm

 
697 mm

 

1222 mm
582 mm

1095 mm



       

FLAT 90x50 ECO 

.



235  KG

≥ 70%

13 - 17 KW

FRESH AIR INLET 150

4,5 KG/H

202 ˚

5 years

 200.15 

 
200.00 

FLAT  90/50 eco 

900 mm

40
0 

m
m

1185 mm

1295 mm

50
8 

m
m

997 mm

21
0 

m
m

582 mm

12
22

 m
m

1222 mm
582 mm

1295 mm



       

FLAT 110x50 ECO 

.



258  KG

≥ 70 %

FLAT 110/50 ECO 

13 - 17 KW

FRESH AIR INLET 150

4,5 KG/H

210 ˚

5 years

 200.15 

 
200.00 

40
0 

m
m

50
8 

m
m

21
0 

m
m

582 mm

12
22

 m
m

 1495 mm

 1385 mm

 1195 mm

 1100 mm 

1222 mm
582 mm

1495 mm
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